ARCHITECTURAL LOW PROFILE 8

ERNER Ambient (Unheated) Air Curtain

INTERNATIONAL Data Sheet

For Mounting Heights To 8’ (environmental separation) and 7’ (insect control)

STANDARD CONSTRUCTION

7 1/2” high x 13 3” deep

1/5 hp motor(s) - ten speeds

Factory installed Intelliswitch digital controller
Clear satin anodized aluminum exterior
(Optional: Custom Color or Stainless)

Wall & Top Mounting

I L . 5 Year
¢ High efficiency, low noise Pro-V Nozzle - W FDA USDA
* Optional: Filter (washable) v:I.IaTrI;:‘t‘y /’é C US G/ ais

Optional: Wi-Fi Controller, works with Berner App Made in USA indooe <e
MODEL Nozzle Width al\:?\l):)\zl::e 0uﬁ:? Vel, | AirVolume o\lljctall?t :::;I:; Motor(s) | Net Wt.
(i) (fom) (fom) ©m) | Yniformity | (kW) @ hp (Ibs)
ALCO08-1030A 28.00 3,100 1,777 691 89% 0.18 1@1/5 33
ALC08-1036A 35.25 3,600 2,116 1,036 92% 0.32 1@1/5 38
ALCO08-1042A 41.25 3,000 2,115 1,212 93% 0.32 1@1/5 43
ALC08-1048A 47.25 2,800 2,104 1,381 94% 0.32 1@1/5 48
ALC08-1060A 59.00 3,100 2,053 1,682 95% 0.32 1@1/5 57
ALCO08-1072A 72.50 3,600 2,058 2,072 95% 0.32 1@1/5 64
ALC08-2084A 84.25 3,000 2,072 2,424 93% 0.64 2@1/5 86
ALC08-2096A 96.25 2,800 2,066 2,762 94% 0.64 2@1/5 96
ALC08-2120A 119.75 3,100 2,023 3,364 95% 0.64 2@1/5 114

NOTE: Operation at 50 Hz will generate approximately a 17% reduction in air performance.
See sheet EP-200 for amp draws/total load requirements.

MODEL NUMBER CONFIGURATION
ALCO08-1 O3B0 A A -BF-WICA-SS

# of Motors | Opening Width Voltage

) *A=120/1/60
030" - 120” A=Ambient B=208/1/60
J=240/1/60
V=220/1/50

Opt. Cabinet Finish

SS=Stainless Steel
CC=Custom Color

Opt. Display § Opt. Control

R=Remote || WCA=Wi-Fi
Display Controller
Intelliswitch Berner App

*Suitable for 50hz  for Standard offering, leave options (Opt.) blank

VELOCITY PROJECTION: Model ALC08-1036A
Distance from Nozzle (in) 24 36 48
Core Velocity (fpm) 1824 1509 1292
Uniformity (%) 78 84 83

Sound level measured 10’ (3m) from the unit in free field:
1 motor: Min./Max. Speed: 52/54 dBA
2 motors: Min./Max. Speed: 55/57 dBA

Berner reserves the right to alter specifications without prior notice.

www.berner.com Berner International 800.245.4455 DS-200

111 Progress Ave./ New Castle / PA/ 16101 / USA April, 2018

©Copyright, 2018 Berner International Corporation
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ARCHITECTURAL LOW PROFILE 8

120/1/60 (voltage code A)
MOTOR AMP DRAW = 3.4 each

208/1/60 (voltage code B)
MOTOR AMP DRAW = 1.7 each

Ambient (Unheated) Air Curtain

Electrical Performance Sheet

240/1/60 (voltage code J) or
220/1/50 (voltage code V)
MOTOR AMP DRAW = 1.7 each
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OPTIONAL CORD & PLUG CONNECTION
ELECTRICAL CONNECTION (TYP>
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ALC08-1030A

28.00 [71.12]

30.00 [76.20]

26.75 [67.95]

DIMENSIONS IN INCHES [CENTIMETERSI

ALC08-1036A

35.25 [89.54]

37.25 [94.62]

34.00 [86.36]

ALC08-1042A

4125 [104.78]

43.25 [109.86]

40.00 [101.60]

ALC03-1048A

47.25 [12002]

49.25 [1235.10]

46.00 [116.84]

ALC08-1060A

59.00 [149.86]

61.00 [154.94]

57.75 [146.69]1

ALC08-1072A

72.25 [183.59]

74.25 [188.601]

71.00 [180.34]

ALC08-2084A 84.25 [213.00] 86.23 [219.08] 83.00 [210.82] 40.00 [101.601
ALC08-2096A 96.25 [244.48] 98.25 [249.56] 95.00 [241.30] 46.00 [116.84]
ALC08-2120A 119.75 [304.171 121,75 [309.25] 118,50 [300.99]1 57.75 [146.691]
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